
Board of Adjustment Hearing Application - Entry #383

Property Address

415 Herworth Dr
Chesterfield, MO
63005
US

Property Owner Name

Christopher Dando

Property Owner Phone

+13144137687

Property Owner Email

cdando9@gmail.com

Applicant Name (if other than property owner)

Jacob Mcentee

Applicant Phone

+13149496409

Applicant Email

permitsstl@generatorsupercenter.com

REQUESTED APPEAL

Area variance (deviation from area requirements such as yard, setback, building, sign etc.)

Type of Project

Other

If other, please specify:

Installation of a Home Standby Generator

mailto:cdando9@gmail.com
mailto:permitsstl@generatorsupercenter.com


Type of structure, please describe:

Home Standby Generator

Pursuant to the provisions of Chapter 405.160 of the Municipal Code of the City of Clarkson Valley,
application is hereby made for a hearing before the Board of Adjustment of the City of Clarkson Valley,
Missouri, for the following purpose(s):

The placement of the generator encroaches on the required side-yard setback by approximately 5 feet. We are
requesting a variance to revise the required side-yard setback from 25 feet to 20 feet to allow the generator to
remain in its current location.

Has the project previously been submitted to the Board of Adjustment?

No

A transcript of the proceeding is available at your request. The cost is determined by the length of the
proceeding. Order transcript?

No

File Upload

Variance-Document-Application.pdf

City of Clarkson Valley

https://www.clarksonvalley.org/


Outlook

Re: Building Permit Application - 415 Herworth Dr.

From Paul Mercurio <buildingcommissioner@clarksonvalley.org>
Date Thu 9/17/2026 4:08 PM
To Chris Dando <cdando9@gmail.com>; PermitsSTL <permitsstl@generatorsupercenter.com>
Cc Megan Eldridge <cityhall@clarksonvalley.org>; Kelsey Moser <assist@clarksonvalley.org>

3 attachments (742 KB)
415-Herworth-Dr-Siteplan-ac2e811e7f8a7acadb24b48aa576a1b9.pdf; 415-Herworth-Dr-Drawing-1-
323187f514953d710e565302751da011.pdf; 415 Herworth Dr - Building Permit Application.pdf;

Christopher & Jacob,

I reviewed the information submitted for the proposed generator project. The project does not comply with
Clarkson Valley’s zoning requirement for the 25-foot side (southeast) building setback. I therefore cannot
continue the review and must deny the application unless the Clarkson Valley Board of Adjustment (CVBOA)
grants a variance. I recommend having the lot surveyed by a Missouri-registered land surveyor to confirm
the location of the applicable setback line. If the survey confirms the encroachment and you wish to
proceed, you must present the matter to the CVBOA for consideration before a building permit can be
issued. Please contact City staff, who are copied on this email, for information about the CVBOA application
process.

Thank you,
Paul Mercurio
Clarkson Valley Building Commissioner

From: Kelsey Moser <assist@clarksonvalley.org>
Sent: Thursday, September 17, 2026 3:23 PM
To: Paul Mercurio <buildingcommissioner@clarksonvalley.org>
Cc: Megan Eldridge <cityhall@clarksonvalley.org>
Subject: Fw: Building Permit Application - 415 Herworth Dr.

Hi Paul,

Please see the attached building permit application for a generator installation at 415 Herworth Dr for your
review. 

Thanks!
Kelsey

9/25/26, 11:50 AM Permits - Megan Eldridge - Outlook

https://outlook.office.com/mail/AAMkADk3MzhkMDU0LTMzZGEtNDM2NS04OTcyLWFkNGFmOGM5MTE2OAAuAAAAAAAmOK8NbUc5TakKrIYtyLrh… 1/4



Date: ____________________ 

Board of Adjustment 

City of Clarkson Valley 

15933 Clayton Road, Suite 105 

Ballwin, MO 63011 

Re: Variance request, 415 Herworth Drive: home standby generator in the east side yard 

Dear Members of the Board, 

I am asking for a variance from the 25-foot side-yard setback so that a home standby generator can sit along 

the east side of my house. The unit is 4’ feet long and 25” inches wide on a small pad, set 18 inches off the 

house wall. Its nearest point would be 20 feet from the line I share with Lot 29. That is about 5 feet inside 

the setback. 

Below are my answers to the six questions the Board considers. 

1. Is there a practical difficulty due to the lot or similar conditions? 

Yes. My house already sits close to the east line. My survey (No. 216121, revised June 10, 2026) shows the 

front-right corner of the house 23.5 feet from the line, and the rear-right corner is about 24 feet from it by 

scaled measurement. The whole east wall of the house is already inside the 25-foot setback, so no spot 

along that wall can meet it. 

That same wall is where both the electric meter and the gas meter are. The generator has to connect to 

both. 

Behind the house, the ground drops to a walkout grade, and the back-right corner is planned for a deck, a 

low wall and a gas fireplace. The manufacturer also requires the unit to stay 5 feet from windows and doors, 

which rules out much of the rear wall. 

2. Is the variance merely a convenience? 

No. The east side is where the utilities come into the house. Moving the unit away from them means a 

longer gas line and longer electric runs, more trenching across the yard, and a unit that sits out in the open 

instead of tight against the house. The purpose is to keep the house running when the power goes out: heat, 

refrigeration, air conditioning and kitchen appliances. 

3. Will the variance relieve a real and unusual hardship? 

Yes. Most houses here have room in the side yard. Mine does not, because of where the house sits on the 

lot. Without a variance there is no legal spot on the side where the utilities enter. 

4. Will the variance seriously affect any adjoining property? 

No. The unit is small and sits against my house, 20 feet from the property line. It runs only during a power 

outage and for a short self-test once a week. 

5. Will the variance affect the general welfare of the community? 

No. The use of the property does not change. The work is being done by a licensed contractor, and the St. 

Louis County electrical and mechanical permits were issued on September 2, 2026 (26ELE-11846 and 

26MEC-07727). 

6. Will surrounding property be protected? 

09/24/2026



Yes. The unit will be installed to the manufacturer's clearances and the fire code for standby generators. I 

accept the condition that it be built exactly as shown on the attached plan. If anything changes, I will come 

back to the Board. 

The Board granted a similar request in June 2025 for a generator at 16547 Saddle Creek Road. I understand 

each case stands on its own, and I ask that mine be considered on these facts. 

Thank you for your time. 

______________________________ 

Christopher Dando, Owner 

415 Herworth Drive 

Phone: ____________________   Email: ____________________ 

Attached: 

• Survey No. 216121 (rev. June 10, 2026) with the generator location and distances marked 

• Installation Drawings 

• Generator Specifications Sheet 

• St. Louis County permits 26ELE-11846 and 26MEC-07727 

(314) 413-7687 cdando9@gmail.com



20'

10
9'
'

18" From House to Generator 
25" Width of Generator

20' From Generator to SE Property Line 
48" Length of Generator

109' From Generator to SW Property Line



GENERATOR SUPERCENTER OF ST LOUIS
17406 Chesterfield Airport Rd

Chesterfield, MO 63005
(314) 949-6409

INSTALL LOCATION
1002 Cambridge Way Drive, Chesterfield,

MO 63017
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22-28 kW

®

GENERAC AIR-COOLED STANDBY
GENERATOR

Residential/Commercial Standby Generator

INCLUDES:

� Cellular connectivity standard, with Wi-Fi™ and Bluetooth™ capabilities

� Electronic fuel and ignition control (EFIC)

� Hydraulic lifters

� Smart Exercise Technology

� True Power™ Electrical Technology

� Power Zone™ 200 Controller

� Oil level sensor

� 200 Amp service rated transfer switch in bundled models

� Electronic governor

� System status & maintenance interval LED indicators

� Sound attenuated enclosure

� Natural gas or LP gas operation

� ecobee by Generac Smart Thermostat included in select bundles

� 5 Year limited warranty, generator and transfer switch

� Listed and labeled by the Southwest Research Institute allowing installation
as close as 18 in (457 mm) to a structure.*
*Must be located away from doors, windows, and fresh air intakes and in
accordance with local codes.

STANDBY POWER RATING
G007260-0; G007325-0 (Aluminum-Metro Gray) - 22kW 60 Hz
G007261-0; G007326-0 (Aluminum-Metro Gray) - 24kW 60 Hz
G007327-0; G007328-0 (Aluminum-Metro Gray) - 26kW 60 Hz
G007282-0; G007329-0 (Aluminum-Metro Gray) - 28kW 60 Hz

NOTE: CETL certification only applies to unbundled generator
units. Units bundled with the transfer switch are ETL certified in
the USA only.

FEATURES
� IINNNNOOVVAATTIIVVEE EENNGGIINNEE DDEESSIIGGNN && RRIIGGOORROOUUSS TTEESSTTIINNGG are at the heart of

Generac’s success in providing the most reliable generators possible.
Generac’s G-Force engine lineup offers added peace of mind and reliability for
when it’s needed the most. The G-Force series engines are purpose built and
designed to handle the rigors of extended run times in high temperatures and
extreme operating conditions.

� TTRRUUEE PPOOWWEERR™™ EELLEECCTTRRIICCAALL TTEECCHHNNOOLLOOGGYY:: Superior harmonics and sine
wave form produce less than 5% Total Harmonic Distortion for utility quality
power. This allows confident operation of sensitive electronic equipment and
micro-chip based appliances, such as variable speed HVAC systems.

� TTEESSTT CCRRIITTEERRIIAA::

� PPRROOTTOOTTYYPPEE TTEESSTTEEDD
� SSYYSSTTEEMM TTOORRSSIIOONNAALL TTEESSTTEEDD

� NNEEMMAA MMGG11--2222 EEVVAALLUUAATTIIOONN
� MMOOTTOORR SSTTAARRTTIINNGG AABBIILLIITTYY

� eeccoobbeeee bbyy GGeenneerraacc SSMMAARRTT TTHHEERRMMOOSSTTAATT:: This new energy manager for the
home offers a seamless integration into the Generac ecosystem, managing the
home's HVAC systems(s) and protecting the generator from potential overloads
with precision. Leveraging Mobile Link, users may also view the status of the
generator and the LP tank level (if applicable).

� MMOOBBIILLEE LLIINNKK®® CCOONNNNEECCTTIIVVIITTYY:: Standard with the Generac Air-Cooled
Standby Generator home standby generators, Mobile Link Cellular allows users
to monitor the status of their generator from anywhere using a smartphone,
tablet, or PC. Easily access real-time operating status, maintenance alerts, and
generator readiness. Users can also connect their account to an authorized
service dealer for proactive support and streamlined service. With Mobile Link,
users can see their generator is ready before the next power outage.

� SSOOLLIIDD--SSTTAATTEE VVOOLLTTAAGGEE RREEGGUULLAATTIIOONN:: This state-of-the-art power
maximizing regulation system is standard on all Generac models. It provides
optimized FAST RESPONSE to changing load conditions and MAXIMUM
MOTOR STARTING CAPABILITY by electronically torque-matching the surge
loads to the engine. Digital voltage regulation at ±1%.

� SSIINNGGLLEE SSOOUURRCCEE SSEERRVVIICCEE RREESSPPOONNSSEE from Generac’s extensive dealer
network provides parts and service know-how for the entire unit, from the
engine to the smallest electronic component.

� GGEENNEERRAACC TTRRAANNSSFFEERR SSWWIITTCCHHEESS:: Long life and reliability are synonymous
with GENERAC POWER SYSTEMS. One reason for this confidence is that the
GENERAC product line is offered with its own transfer systems and controls for
total system compatibility.



®

Features and Benefits

Engine

� Electronic fuel and ignition control - EFIC Improves generator performance by automatically adjusting for the changing environment. Improves fuel
efficiency and reduces emissions on average.

� Hydraulic lifters Automatically maintains optimal valve spacing. No more manually adjusting valves required.

� Generac G-Force design Maximizes engine “breathing” for increased fuel efficiency. Plateau honed cylinder walls and plasma moly
rings help the engine run cooler, reducing oil consumption and supporting longer engine life.

� Cast iron cylinder walls Rigid construction and added durability help prolong engine life.

� Full pressure lubrication system Pressurized lubrication to all vital bearings facilitates better performance, less maintenance, and longer
engine life. Featuring up to a 2 year/200 hour oil change interval.

� Low oil pressure shutdown system Shutdown protection helps to prevent catastrophic engine damage due to low oil.

� Oil level sensor Continuously monitors and reports engine oil levels.

� High temperature shutdown Helps prevent damage due to overheating.

� Electronic governor Maintains constant 60 Hz frequency.

Generator

� Revolving field Allows for a smaller, light weight unit which operates 25% more efficiently than a revolving armature
generator.

� Skewed stator Produces a smooth output waveform for compatibility with electronic equipment.

� Displaced phase excitation Maximizes motor starting capability.

� Automatic voltage regulation Regulating output voltage to ±1% prevents damaging voltage spikes.

� UL 2200 listed For your safety.

Power Zone Controls

� AUTO/MANUAL/OFF/SERVICE buttons with LED
indicators

Select the operating mode and provides easy, at-a-glance status indication in any condition.

� Sealed, raised buttons Smooth, weather-resistant user interface for programming and operations.

� External LED indicators Adjustable brightness LED indicators to communicate system status and maintenance intervals.

� Smart Exercise Allows the system to skip its scheduled exercise if the generator ran for more than 5 consecutive minutes
within the 72 hours prior to a scheduled exercise event, allowing for fuel cost savings to the owner.

� Utility voltage sensing Constantly monitors utility voltage, with adjustable dropout (75-80%) and pickup (84-89%) of nominal
voltage.

� Generator voltage sensing Constantly monitors generator voltage to verify the cleanest power delivered to the home.

� Utility interrupt delay Prevents nuisance start-ups of the engine, adjustable 2–1,500 seconds from the factory default setting of
10 seconds by a qualified dealer.

� Engine warm-up Verifies engine is ready to assume the load. Adjustable 0–60 seconds by a qualified dealer (factory
default setting 5 seconds).

� Engine cool-down Allows engine to cool prior to shutdown. Adjustable 60–1,500 seconds by a qualified dealer (factory
default setting 60 seconds).

� Programmable exercise Operates engine to prevent oil seal drying and damage between power outages by running the generator
for 5 minutes every week. Also offers a selectable setting for weekly, bi-weekly, or monthly operation with
an adjustable run time from 5 to 20 minutes, and an option for a low speed engine rpm, providing
flexibility and potentially lower fuel costs to the owner.

� Smart battery charger Delivers charge to the battery only when needed at varying rates depending on outdoor air temperature.
Compatible with AGM-style batteries.

� Generator emergency shutdown A recessed button on the outside of the enclosure for emergency personnel to use to perform an
emergency shutdown of the generator.
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Features and Benefits

Unit

� SAE weather protective enclosure Sound attenuated enclosure provides quiet operation and weather protection, withstanding winds up to
150 mph (241 km/h). Hinged key locking roof panel for security. Lift-out front for easy access to all
routine maintenance items. Electrostatically applied textured epoxy paint for added durability.

� Enclosed muffler Quiet muffler is mounted inside the unit.

� Small, compact, attractive Makes for an easy, aesthetically pleasing installation, as close as 18 in (457 mm) away from a structure.
Must be located away from doors, windows, and fresh air intakes and in accordance with local codes.

� Main line circuit breaker Protects generator from overload.

Installation System

� 14 in (35.6 cm) flexible fuel line connector Listed ANSI Z21.75/CSA 6.27 outdoor appliance connector for the required connection to the gas supply
piping.

� Integral sediment trap Meets IFGC and NFPA 54 installation requirements.

Connectivity

� Generator status Monitor the generator with a smartphone, tablet, or computer at any time via the Mobile Link application
for complete peace of mind.

� Exercise/Run and Total Hours Review the generator's complete protection profile for exercise hours and total hours.

� Maintenance information Provides maintenance information for the specific model generator when scheduled maintenance is due.

� Monthly report with previous month’s activity Detailed monthly reports provide historical generator information.

� Battery information Built in battery diagnostics displaying current state of the battery.

� Weather information Provides detailed local ambient weather conditions for generator location.

� Configurable exercise and duration Select Low Speed Exercise, Smart Exercise, or Transfer on Exercise options. Adjust generator to exercise
for 5–20 minutes (5 minute default).

� Installation and service application Generator installers and service technicians must use the Field Pro mobile application when installing or
servicing the generator.



®

Specifications

Generator
Model 22 kW 24 kW 26 kW 28 kW
Rated maximum continuous power capacity (LP) 22 kW* 24 kW* 26 kW* 28 kW*
Rated maximum continuous power capacity (NG) 21 kW* 22.5 kW* 24 kW* 25 kW*
Rated voltage 240
Rated maximum continuous load current – 240 Volts (LP / NG) 92 / 88 100 / 94 108 / 100 116 / 104
Total Harmonic Distortion Less than 5%
Main line circuit breaker 100 amp 110 amp 125 amp
Phase 1
Number of rotor poles 2
Rated AC frequency 60 Hz
Power factor 1.0
Battery requirement (not included) 12 volts, AGM Powersport Battery Group BTX20L 310CCA minimum
Unit weight (lb / kg) 451 / 205 461 / 209 524 / 238
Dimensions (L x W x H) in / cm 46.4 x 26.3 x 30.7 / 117.9 x 66.8 x 77.9
Sound output in dB(A) at 23 ft (7 m) with generator operating at normal load** 67 67 67 67
Sound output in dB(A) at 23 ft (7 m) with generator in Quiet-Test™ low-speed exercise mode ** 55 55 55 55
Exercise duration Adjustable 5 - 20 min (5 min factory default)

Engine
Engine type GENERAC G-Force 1000 Series
Number of cylinders 2
Displacement 997cc
Cylinder block Aluminum w/ cast iron sleeve
Valve arrangement Overhead valve
Lifter type Hydraulic
Ignition system Solid-state
Governor system Electronic
Compression ratio 10.1:1
Starter 12 VDC
Oil capacity including filter Approx. 2.2 qt / 2.1 L
Operating rpm 3,600
Fuel consumption
Natural Gas

Liquid Propane

ft³/hr (m³/hr)
1/2 Load
Full Load

ft3/hr (gal/hr) [L/hr]
1/2 Load
Full Load

221 (6.27)
311 (8.80)

89 (2.45) [9.28]
135 (3.71) [14.03]

197 (5.58)
291 (8.23)

89 (2.45) [9.28]
135 (3.71) [14.03]

182 (5.15)
316 (8.96)

74 (2.05) [7.74]
144 (3.95) [14.94]

182 (5.15)
297 (8.41)

81 (2.23) [8.45]
144 (3.97) [15.02]

FFuueell ppiippee mmuusstt bbee ssiizzeedd ffoorr ffuullll llooaadd.. Required fuel pressure to generator fuel inlet at all load ranges - 3.5–7 in water column (0.87–1.74 kPa) for NG, 10–12 in water column (2.49–2.99
kPa) for LP gas. For BTU content, multiply ft3/hr x 2,500 (LP) or ft3/hr x 1,000 (NG). For Megajoule content, multiply m³/hr x 93.15 (LP) or m³/hr x 37.26 (NG).
**Sound levels are taken from the front of the generator. Sound levels taken from other sides of the generator may be higher depending on installation parameters. Rating definitions - Standby:
Applicable for supplying emergency power for the duration of the utility power outage. No overload capability is available for this rating. (All ratings in accordance with BS5514, ISO3046 and
DIN6271). * Maximum kilovolt amps and current are subject to and limited by such factors as fuel BTU/megajoule content, ambient temperature, humidity, barometric pressure, altitude,
engine power and condition, etc. Maximum power decreases approximately 3.5% for each 1,000 ft (304.8 m) above sea level; and also will decrease approximately 1% for each 10 °F (6 °C)
above 60 °F (16 °C).
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Specifications

Controls
Mode buttons: AUTO Automatic start on utility failure. Programmable exerciser.

MANUAL Start with starter control, unit stays on. If utility fails, transfer to load takes place.
OFF Stops unit. Generator will not automatically start on utility failure. Control and charger still operate if utility is available.
SERVICE For diagnostic personnel use to prevent remote commands for safe interaction, and prevent nuisance Mobile Link

notifications during diagnostic testing.
Ready to Run/Maintenance messages Standard
Engine Run Hours indication Standard
Programmable start delay between 2–1,500 seconds Standard (programmable by dealer only).
Utility nominal voltage setting Adjustable to greater than or less than 10% of 240V, (90-110%, default 100%).
Utility Voltage Loss/Return to Utility adjustable (brownout setting) Adjustable against nominal voltage setting, 75-80% dropout / 84-89% pickup.
Future Set Capable Exerciser/Exercise Set Error warning Standard
Run/Alarm/Maintenance logs 50 events each.
Engine start sequence Cyclic cranking: Engine cranks a maximum of five times at factory set intervals and durations.
Starter lock-out Starter cannot re-engage until 5 sec after engine has stopped.
Smart battery charger Standard
Charger Fault/Missing AC warning Standard
Low Battery/Battery Problem Protection and Battery Condition
indication

Standard

Automatic Voltage Regulation with Over and Under Voltage protection Standard
Under-Frequency/Overload/Stepper Overcurrent protection Standard
Safety Fused/Fuse Problem protection Standard
Automatic Low Oil Pressure/High Oil Temperature shutdown Standard
Overcrank/Overspeed (@ 72 Hz)/RPM Sense Loss shutdown Standard
High Engine Temperature shutdown Standard
Internal Fault/Incorrect Wiring protection Standard
Common external fault capability Standard
Automatically upgradable firmware via Cellular or Wi-Fi Standard



®

Transfer Switch Specifications

Service Rated Switch Features

� Includes fuse control module (FCM) standard.
� Integrated surge protection.
� Energy Management sold separately.
� Electrically operated, mechanically-held contacts for fast, clean connections.
� Rated for all classes of load, 80% continuous load, both inductive and resistive.
� 2–pole, 250 VAC contactors.
� Service equipment rated, dual coil design.
� Rated for both aluminum and copper conductors.
� Main contacts are silver plated or silver alloy to resist welding and sticking.
� NEMA/UL 3R aluminum outdoor enclosure allows for indoor or outdoor

mounting flexibility.
� Includes installation fast mount.

Dimensions

Height Width
Depth

H1 H2 W1 W2

in 26.75 30.1 10.5 13.5 6.3

cm 67.95 76.45 26.67 34.3 16.01

Wire Ranges

Conductor Lug Neutral Lug Ground Lug

250 MCM - #6 350 MCM - #6 2/0 - #14

Model G007325-0 (22kW), G007326-0 (24kW)
G007328-0 (26kW), G007329-0 (28kW)

No. of poles 2
Current rating (amps) 200
Voltage rating (VAC) 120/240, 1Ø
ETL or UL listed Enclosure type Standard NEMA/UL 3R
Circuit breaker protected 22,000
Lug range 250 MCM - #6
Surge protection Integrated surge protection
Weight 39.0 lbs (17.7 kg)
ETL rating ETLus

Smart Thermostat Specifications

ecobee by Generac Smart Thermostat Features

� Built-in HVAC energy management.
� Generator and LP tank status.
� Controls one-wire HVAC accessories (humidifier, dehumidifier, etc.)
� Includes Power Extender Kit (PEK) for common (C) wire needs.
� Includes optional trim adaptor plate.
� 4 in full-color touch screen LCD.
� Mobile Link and ecobee remote monitoring homeowner applications.
� Energy Star® certified.
� 5 year limited warranty.

Dimensions

Height Width Depth

in 4.09 4.09 0.94

cm 103.89 103.89 23.88

Model G007329-0 (28kW)
Smart Thermostat model Enhanced

Power supply source 24 VAC (from HVAC equipment transformer via
line input)

System compatibility
Conventional (2H/2C), heat pump (3H/2C) 2
stage heat + 2 stage cool + 1 stage AUX,
boilers, 3 speed PTAC's or fan coil units

Compliance Energy Star, FCC Part 15 Class B, UL 916
Wire terminals C, R, G, Y1, Y2, W1, W2/OB, PEK+
User configurable temperature range Display: 40°F to 100°F (5°C to 37°C)
Operating temperature rating 14 °F to 122 °F (-10 °C to 50 °C)
Weight 1.1 lb (0.49 kg)
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Available Accessories

Model # Product Description

A0006487350 AGM Group BTX20L Battery Every standby generator requires a battery to start the system. Generac offers the recommended battery for use
with Air-Cooled Standby Generators.

G007211-0 Battery Heater The battery heater wraps around the battery. Recommended for use if temperature regularly falls below 32 °F
(0 °C).

G007102-1 Oil Heater Oil heater slips directly over the oil filter. Recommended for use if temperature regularly falls below 32 °F (0 °C).

G007103-2 Breather Heater Breather heater is for use in extreme cold weather applications where heavy icing occurs. Recommended for use
if the temperature regularly falls below 0 °F (-18 °C).

G005621-0 Auxiliary Transfer Switch
Contact Kit

The auxiliary transfer switch contact kit allows the transfer switch to lock out a single large electrical load that
may not be needed. Not compatible with 50 amp pre-wired switches.

G009918-0 - Metro
Gray

Touch-Up Paint Kit If the generator enclosure is scratched or damaged, it is important to touch-up the paint to protect from future
corrosion. The touch-up paint kit includes the necessary paint to correctly maintain or touch-up a generator
enclosure.

G007216-0 Scheduled Maintenance Kit Generac's scheduled maintenance kit provides all the items necessary to perform complete routine maintenance
on an air-cooled standby generator (oil not included).

G007009-0 LTE LP Tank Fuel Level
Monitor

The LTE enabled LP tank fuel level monitor provides constant monitoring of the connected LP fuel tank.
Monitoring the LP tank's fuel level is an important step in verifying the generator is ready to run during an
unexpected power failure. Status alerts are available through a free application to notify users when the LP tank is
in need of a refill.

G007000-1 (50 amp)
G007006-1 (100 amp)

Generac Load Manager Generac Load Managers (LMs) are used to optimize the performance of a standby generator. They manage large
electrical loads upon startup, and shed them to aid in recovery when overloaded. In many cases, using LMs can
reduce the overall size and cost of the system.

Dimensions & UPCs

MMooddeell UUPPCC

FRONT VIEWLEFT SIDE VIEW

639.7
[25.19]

778.8
[30.66]

667.4
[26.28]

698.1
[27.48]

1177.8
[46.37]

1179
[46.4]

Dimensions shown are approximate. See installation manual for exact dimensions. DO NOT USE THESE DIMENSIONS
FOR INSTALLATION PURPOSES.

G007260-0 696471103724

G007325-0 696471104738

G007261-0 696471103731

G007326-0 696471104745

G007327-0 696471104226

G007328-0 696471104752

G007282-0 696471103748

G007329-0 696471104769
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Information below collected as of: 9/2/2026,  1:52:42PM

APPLICATION SUMMARY

PERMIT INFORMATION
26ELE-11846 Electrical Residential ElectricalPermit #: Type: Sub-Type: Category:

Notified8/28/2026Date Created: Inspection Area: Current Status:

Job Value:Construction Code:Public Owned?:Building Count:House Count: $22,397801N 1 1

DESCRIPTION OF WORK
Installation of an 26kw Home standby Generac generator w/2x200A automatic transfer switch.Work Description:

APPLICATION SPECIFIC INFORMATION
Inspections Requested - 1

Integrated Permit - No

Office Location - Online

PAC Project - No

Plans Submission - No

ReviewType - Regular Review

Submittal Type - E-Permit

Tenant - Existing Tenant

Other - Installation of an 26kw Home standby Generac generator w/2x200A automatic transfer switch.

Type of Work - Other

Non-Habitable Structure - Generators

Other - Installation of an 26kw Home standby Generac generator w/2x200A automatic transfer switch.

Amps - 400

Phase - Single

Premise # - 890230601

Service - Overhead

Special Item 1 - 9951 - 200A Automatic transfer switch W/SPD

Special Item 1 - Quantity - 2

Special Item 2 - 26kw Home Standby Generac Generator

Special Item 2 - Quantity - 1

Volts - 120/240

Wire - 3

ADDRESS INFORMATION
Street Address:

Unit #:Unit Type:

City: State: Zip:CHESTERFIELD MO 63005

415  HERWORTH DR

PARCEL INFORMATION
PARCEL #: 21U620153

TENANT - OWNER
FIRE DISTRICT - MONARCH
MUNICIPALITY - CLARKSON VALLEY
MUNYCODE - 087
SUBDIVISION - FOREST HILLS CLUB ESTATES AREA 7-B
ZONING - Municipal

OWNER
DANDO MICHELE L & CHRISTOPHER B T/E

MO 63005

415 HERWORTH DR

3144137687Owner Name:

Address Line 1:

Address Line 2:

Address Line 3:

City:

State: Zip:

Phone:

CHESTERFIELD
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Notice sent to: 29 Forest Club Drive, 409 Herworth Drive, 388 Herworth Drive, and 381 
Herworth Drive 
 

NOTICE OF PUBLIC HEARING 
 

City of Clarkson Valley, Missouri 
 
 

Notice is hereby given that the Board of Adjustment of the City of Clarkson Valley, 
Missouri, will conduct a public hearing on Thursday, October 8, 2026, at 6:30 p.m. at 
15933 Clayton Road, Suite 300, Ballwin, Missouri, 63011, for a request by: 
 

Jacob Mcentee, Generator Supercenter of St. Louis, on behalf of Chris Dando, 
415 Herworth Dr. – Requesting a variance from the Side Yard and Side 
Building Line requirements to allow a generator and generator pad to encroach 
5 feet into the side yard located at 415 Herworth Drive. 

 
Attendees may also join the meeting virtually through Zoom:  
https://us06web.zoom.us/j/4576311732?omn=84103173340 
Meeting ID: 457 631 1732 
Dial in by phone: (312) 626-6799 
 
 
      Richard Ulrich, Chairman 
      Board of Adjustment 
      City of Clarkson Valley 
 
 

 
 
Information regarding this application can be obtained from the City’s website at 
www.clarksonvalley.org, or by calling City Hall at (636) 227-8607. 
 

https://us06web.zoom.us/j/4576311732?omn=84103173340
http://www.clarksonvalley.org/


 

 

City of Clarkson Valley 

Memo 
To: Chairman & Members of the Board of Adjustment 

From: Paul Mercurio, Building Commissioner 

cc: Sue McNamara, Mayor 

Date: September 28, 2026 

Re: Board of Adjustment Variance Request – 415 Herworth Drive 

This memo addresses Christopher Dando’s request for a variance to install a standby 
generator in the side yard at 415 Herworth Drive, where it would extend into the 25-
foot building setback. 

• On the southeast side of the property, the generator would encroach five 
feet (5’) into the 25-foot side setback. 

• The generator is four feet (4’) long and approximately 30 inches (30”) high. 

According to the manufacturer, the unit produces 67 dB(A) under normal load and 55 
dB(A) in test mode, measured 23 feet away. Clarkson Valley limits noise at the 
property line to 70 dB(A) during the day and 62 dB(A) at night. Because the proposed 
location is near the house, actual noise levels may be higher, and additional measures 
may be needed to comply with the code. 

In making their decision, the Board of Adjustment should consider the following: 

What are the practical difficulties or particular hardships that prevent the strict 
application of the Zoning Code setback requirements on this property? (Section 
405.080 “A” Semi-Rural District Regulations Sub-Section E, Area Regulations and 
Building Lines. 
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